Using and Saving

Hot Water
Serviced Hot Water is becoming commonplace in multi-tenanted developments across
Australia, as it removes the need for seperate bulky water tanks required in each unit.
DO YOU THINK…
This type of system has a central hot water plant that reticulates hot water around the
building, and brings this water to each unit via a hot water meter that measures how
much hot water is consumed in litres.
Because Hot Water is billed on a user pays basis, it costs less if you use less.

HANDY TIPS
Use a shower timer. Limiting your
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Having a short shower rather than a bath,
as baths can use a lot more water.

Do not remove the flow restrictions from
tapware as this helps reduce water
usage.
Set your washing machine to a
cold-water cycle, whenever possible.
Only run your dishwasher when
you have a full load.

Fix any dripping taps. A tap dripping
once a second can use as much water
as an extra person.
Always turn the flickmixer handle to cold
when you have finished using the tap to
avoid unnecessary draw off of hot water.

- Water heating is the second largest consumer of household electricity in Australia, after space heating
and cooling.

- Hot Water heating can also account for 25-30% of all water used in an average home. The average
small household of 1-2 people, uses between 60-90 litres of hot water per dwelling per day*.
Source: Office of Environment & Heritage. Hot water systems. 2016. www.environment.nsw.gov.au
Sustainability Victoria. Hot to reduce hot water running costs. www.sustainability.vic.gov.au
Your Home: Australia's Guide to Environmentally Sustainable Homes. 2013. Hot water service. www.yourhome.gov.au*
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